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Abstract. What is the apparent softness of a grasped object composed
of two compliant materials? Experimental data indicates that perceived
softness of a composite object depends on how the object is grasped and
how it is oriented. If the object is grasped with a precision grip using
index and thumb, turning around the object leads to a consistent change
in overall perceived softness. Namely, the composite object seems softer
when the index is in contact with the more compliant material than when
it is in contact with the stiffer material. Importantly, such a difference
in perceived softness due to object orientation is not present when the
precision grip is obtained by opposing index and middle fingers to the
thumb.
Keywords: Softness, Compliance, Perception, Composite objects, Pre-
cision grip
1 Introduction
Object softness determines how object deform when forces are applied (i.e, like
during manipulation). The brain can use sensory information about force and
deformation to infer how soft the object is [4]. The softness estimate can be based
on signals from one or multiple sensory sources [1]. Here, the case of multiple
contact points with a deformable object is considered [2].
A hand grasp can have two or more contacts and can be potentially employed
to obtain information about object properties, including softness. The informa-
tion provided by each finger, however, need not be identical. Fingers could press
more or less than others, the object weight could rests on one contact, sen-
sor noise could be present, the contact points have different physical actuations
and different characteristics, and so forth. Most importantly, the object material
could differ as objects can be made up of multiple materials. Such objects are
defined as “composite” [3]. With such discordant information the brain needs
to determine whether the material changes across the object and then find a
way to integrating the estimates into an overall percept of the object’s material
(whether the object is uniform or not).
Here it is investigated how compliance is perceived when a composite object
is held between the thumb and one/two fingers in a precision grip. This type
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of grasp is obtained by opposing the thumb to either the index or the index
and middle fingers. Silicone cylinders whose material could either be uniform or
differ at the two sides is presented so the fingers are in contact each with one
side [6, 1]. Participants are asked to compare the overall softness of two objects
or, unknowingly, of the same object grasped in opposite direction (i.e., turning
around the object so that the surface in contact with the index and thumb
switches). If perception was veridical, the expectation would be that changing
the direction of the grasping and the number of finger should not affect perceived
compliance. However, informal observations lead to a different impression and
the goal here is to measure systematically whether this is the case. To test
whether size of the object [1] or difference in compliance at the two sides [6] or
fingers employed in the grasp influence the effect, we perform experiments with
different objects and two types of precision grasp.
2 Method
Two psychophysical experiments are reported: In Experiment 1 the influence
of different object sizes on softness perception was investigated; in Experiment
2, the number of fingers used for the exploration of the soft object was var-
ied. In both experiments, participants performed a two-interval two alternatives
forced choice task (2AFC). They reported which of two successively grasped and
squeezed silicone objects was perceived to be softer. The objects were passed to
the participants while they maintained the same hand position throughout the
experiment (with thumb underneath and fingers spread ready to make a precision
grip). Participants wore a pair of Plato Visual Occlusion Spectacles (Translucent
Technologies inc.). Such glasses could be quickly switched from transparent to
translucent by the experimenter. They allowed view of the hand and of the object
when making the grip and they prevented view of the object deformation during
squeezing movement. Such manipulation prevented participants from seeing the
deformed shape of the cylinders. Participants were instructed to squeeze the ob-
ject with a vertical precision grip as soon as the shutter glasses turned opaque.
No constraints were imposed on the number of explorations and on the force of
the squeeze. The exploration time for each object was limited to 3 seconds. The
glasses were shut also before each grasp to prevented view of the experimenter
choosing the objects.
Experiment 1 was conceived as a short test of the effect with only few tri-
als to avoid inducing biases, response strategies, or adaptation. Objects of three
sizes were tested (Small: radius 1.5cm, height 3cm; Medium: radius 1.5cm, height
4.5cm; Large: radius 2cm, height 6cm). Participants performed 29 randomised
trials. First, they performed 5 comparisons of uniform objects and received feed-
back. This data was not analysed. In these trials the difference in compliance
between the objects to be compared decreased from the extremes of the range
in the first trial to minimal differences in compliance in the series. In the main
experiment, participants performed 24 trials without receiving feedback, com-
paring either two uniform objects with minimal difference in compliance (12
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trials, different pairs of objects from the ones used during training trials) or one
composite object presented with two orientations. The two compared objects
had the same dimension. Trials with composite objects were counterbalanced
for order of presentation.
Experiment 2 tested grasping with different number of fingers (the larger
objects used in Experiment 1 were employed). Participants performed 128 ran-
domised trials without feedback where they compared either two different uni-
form objects or the same composite objects orientated differently (96 trials).
Before the grasping, the experimenter said either “1” or “2” indicating how
many fingers should be opposed to the thumb. In 1/4 of the trials the number of
fingers for the grasping changed for the two objects (data not presented). Three
5-minutes breaks divided the experiment in four blocks of trials.
Ten participants took part in Experiment 1 and other 10 took part in Exper-
iment 2. Participants in Experiment 1, which lasted 15 minutes, were recruited
from the MPI Tu¨bingen Subject Database and in return for their participation
they received payment of 8 EUR/h. Participants in Experiment 2, which lasted
60 minutes, were undergraduate students recruited via the University of Birming-
ham research participation system (SONA) and received 6 GBP/h. Participants
gave written consent before taking part in the experiment and they were na¨ıve
as to the purpose of the study. They were all right handed, reported not to have
a history of sensorimotor disorders, had normal or corrected-to-normal vision.
Experiments were undertaken with the understanding and consent of each par-
ticipant, with the approval of the Ethik-Kommission der Medizinischen Fakulta¨t
am Universita¨tsklinikum Tu¨bingen (Exp. 1), and of the STEM Ethical Review
Committee of the University of Birmingham (Exp.2).
Seventeen cylindrical silicone objects with different compliances were made
using Smooth-On EcoFlex 0030. Except for the size of some of them, they looked
identical unless pressed against. Nine of these objects were “Small” uniform, 2
were “Large” uniform, 6 (2 for each size) were composed of two materials in the
two halves along the main cylinder direction. The uniform objects were created
by changing the silicone to hardener ratio (5:1, 4:1, 3:1, 2:1, 1:1, 1:2, 1:3, 1:4, 1:5)
in the mixture so to obtain different compliances. They were used for training
and as distractors during the experiments. The 6 composite objects (2 for each
size) had either a silicone to hardener ratio of 3:1 on one half and 1:3 on the
other (Low compliance difference), or 4:1 and 1:4 (High compliance difference).
3 Results
Participants’ softness discrimination performance with uniform objects was flaw-
less in Experiment 1 and near flawless in Experiment 2 (95%). As participants
could discriminate these samples, it is likely that they notice the difference in
softness at the two sides of the composite objects, as for all composite object the
difference in compliance was higher than the difference between any two uniform
objects.
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Fig. 1. Proportion of responses where composite objects were reported being softer
when the compliant side was towards the index. Deviation from chance level means
that participants consistently differentiated the two directions in terms of overall com-
pliance. Responses higher than 0.5 indicate higher number of objects with the soft side
towards the index to be softer than with the stiff side towards the index. The 24 trials
are subdivided according to compliance difference at the two sides (12 trials per point)
and for objects of different sizes (8 trials per point). Error bars are s.e.m. Asterisks
indicate a significant difference from chance level.
Results obtained with composite objects in Experiment 1 are shown in Fig-
ure 1. Objects were explored with two orientations of index-thumb grasping and
responses indicate a difference in responses. Participants preferentially reported
the object grasped with the compliant side towards the index (and the stiff side
towards the thumb) to be softer than the same object grasped with the the stiff
side toward the index finger (compliant side towards the thumb). This tendency
was found to be consistent in direction with the two magnitudes of compliance
difference at the two sides, but the effect reached statistical significance only for
the High compliance difference (single-sample two tailed t-test against 0.5 of the
proportion of responses, p value is Bonferroni corrected for the two tests per-
formed on each condition: Low t(9) = 2.2, p = 0.10; High t(9) = 3.7, p = 0.0092).
The pattern of responses was significantly different from chance for all sizes of
the object tested (t-test against 0.5 Bonferroni corrected: Small t(9) = 4.0,
p = 0.0062; Medium t(9) = 2.8, p = 0.044; Large t(9) = 2.7, p = 0.046).
Results obtained with composite objects in Experiment 2 are shown in Fig-
ure 2. When participants used Index+Thumb, results replicate the tendency that
was found in Experiment 1 to report the object to be softer when the soft side
is in contact with the index at high compliance differences (t-test against 0.5
Bonferroni corrected, Low: t(9) = 2.1, p = 1, High: t(9) = 8.3, p < 0.001). When
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Fig. 2. Proportion of composite cylinder reported being softer when the compliant side
was towards the Index finger or the Index&Middle fingers in Experiment 2. The two
lines correspond to conditions where the exploration was done changing the number
of fingers opposed to the thumb. Error bars are s.e.m.. Dark asterisk indicates signifi-
cant difference from chance level, grey asterisk indicates significant difference between
conditions.
participants used Index&Middle+Thumb this tendency is instead not present
and responses are not different from chance (t-test against 0.5 Bonferroni cor-
rected, Low: t(9) = 1.6, p = 0.30, High: t(9) = 0.2, p = 1.0). Proportion of
responses does not change as a function of number of fingers with low con-
flict stimuli (paired-sample t-test Bonferroni corrected, t(9) = 0.4, p = 1.0), but
does change with high conflict stimuli (paired-sample t-test Bonferroni corrected,
t(9) = 4.6, p = 0.0026).
4 Discussion
The two experiments presented here investigate how softness judgments of a
composite object are obtained. Despite the perceptible difference at the two
sides, when asked to compare the overall perceived softness of objects partici-
pants judgements depend on grasping direction for objects with composed ob-
jects having high difference in compliance. With an Index+Thumb precision grip
there is a tendency to decide about the stiffness by relying more on the informa-
tion coming from the index finger (rather than the thumb). The same object is
judged to have two different compliances depending on orientation. The pattern
becomes significant only with large differences in compliance, which is consistent
with the difference in response pattern due to the difference in compliance found
in [3]. The response tendency does not disappear with any of the object sizes
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tested. Interestingly, the tendency to answer differently depending on orienta-
tion disappears with a Index&Middle+Thumb grasp. Such result points to the
uniformity of softness discrimination performance with changes in object size
when expressed in terms of Young’s modulus [1].
Softness perception is obtained from the tactile information available at
the different contact points and from the proprioceptive information about the
change in object deformation due to the force applied [7, 4, 1]. Several factors
could be in place to create the change in perceived softness from these sources
of sensory information. A general account for the effect could be to think at the
two contact points as two sensors whose estimates are integrated by weighting
sensory information according to reliability [3, 5]. One could argue, for example,
that there is a preference for the information coming from the index finger and
thus interactions where the index is in contact with the more compliant side
lead to a softer percept than when the index is in contact with a stiff object.
Such a result has been found also for interactions where only proprioceptive in-
formation about softness was available [3]. To explain the lack of an effect in
Experiment 2 it could be hypothesised that the weighting of the information
from index&middle fingers is more similar to the one of the thumb than what
happens using only the index and thumb.
The higher weight given to the sensory information coming from the index
finger might be due to the passive and stabilisation role of the thumb in this
grasp configuration. In this view, the index finger explores the object actively and
thus receives more weight. Moreover, due to gravity the weight of the object lies
on the thumb which could introduce noise and thereby make the information the
thumb receives less reliable. Although this hypothesis could explain the presence
of the effect with Index+Thumb grip, it does not predict a lack of effect with
Index&Middle+Thumb grip.
A related possibility is that the index finger moves more than the thumb and
thus it is given more weight [3]. To explain the lack of an effect in Experiment 2,
the joint use of index and middle finger should lead to smaller finger movements
compared to the index alone. Further studies are required to verify whether this
is the case.
Another factor that could lead to a higher reliance on information coming
from the index finger is the amount of activated cutaneous receptors. Although
it may seem that using index and middle finger instead of only index should sum
the number of available neural signal, it could be that the higher contact area
actually decreases pressure [6]. This should thus lead to a less reliable signal and
to less weight in the integration.
Finally, it should be considered that the area of the fingers in contact with the
object is not equal. Contact area is an important factor in softness perception:
The Young’s modulus of a material is inversely proportional to the area where the
force is applied and this value is a strong determinant in softness sensitivity [1].
This is because the change in contact area during the indentation is an important
signal for softness perception [6]. Because of the stabilisation role of the thumb,
the area of the index finger is minimal and leads to highest Young’s modulus
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values. As participants must account for the two sources of tactile information
at once, they should integrate the two modulus values. If this is the contact area
is the critical factor, then the sum of the two moduli with the index in contact
to the compliant side must be higher than when in contact with the stiff side.
Additional investigation is required to determine whether this is the case.
Acknowledgments. This work was supported by the Royal Society research
grant RG110521. The author thanks Markus Rank for his insightful comments
and help with the manuscript. He is also grateful to Vera Mo¨nther and Samuel
Molyneux for conducting the experiments.
References
1. Bergmann Tiest, W. M., & Kappers, A. (2009). Cues for Haptic Perception of
Compliance. IEEE Transactions on Haptics, 2(4), 189–199.
2. Chen, J.-S., Srinivasan, M. A., Massachusetts Institute of Technology. Research
Laboratory of Electronics, Massachusetts Institute of Technology. Laboratory of
Human and Machine Haptics. (1998). Human Haptic Interaction with Soft Objects.
3. Di Luca, M. (2011). Perceived compliance in a pinch. Vision Research, 51(8), 961–
967.
4. LaMotte, R. H. (2000). Softness discrimination with a tool. Journal of Neurophysi-
ology, 83(4), 1777–1786.
5. Plaisier, M. A., & Ernst, M. O. (2012). Two hands perceive better than one. Hap-
tics: Perception, Devices, Mobility, and Communication Lecture Notes in Computer
Science, 7283, 127–132.
6. Scilingo, E. P., Bianchi, M., Grioli, G., & Bicchi, A. (2010). Rendering softness: In-
tegration of kinesthetic and cutaneous information in a haptic device. IEEE Trans-
actions on Haptics, 3(2), 109–118.
7. Srinivasan, M. A., & LaMotte, R. H. (1995). Tactual discrimination of softness.
Journal of Neurophysiology, 73(1), 88–101.
8. Tan, H. Z., Durlach, N. I., Beauregard, G. L., & Srinivasan, M. A. (1995). Manual
discrimination of compliance using active pinch grasp: The roles of force and work
cues. Perception & Psychophysics, 57(4), 495–510.
